Issue Number 3, November 2, 2010
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sl

Subject: Certificate of Conformance for Aero-Green 4160 Parts Washer Degreaser
to: MIL-PRF 29602A Cleaning Compound, Parts Washer and Spray
Cabinet Typel: Water Soluble Liquid Concentrate

Certificate of Conformance

Hi-Lite Solutions, Inc. produces the following products in the united States: Aero-Green
4160 Parts washer Degreaser which was formerly known as Hurrisafe 9065 Parts washer
Degreaser that was tested and certified to MIL-PRF 29602A,. Hi-Lite Solutions Inc declare
the formulas to be the same, without any changes, using the same raw ingredients and the
same manufacturing procedures and practices to produce the finished product Aero-green
4160 Parts Washer Degreaser.

Hi-Lite solutions Inc. for the purposes of this Letter of Conformance represents that the
formula was tested as outlined below and is certified to MIL 29602A.

It is understood by that the commitments referred to above will remain valid until the new
certifications under the new test under the new product name is completed and published
on the Hi-Lite Solutions website”

Test

1 MIL-PRF-29602A (31 January 2005) Cleaning Compounds, Parts Washer
and Spray Cabinet, Type 1, Water soluble Liquid Concentrate.

2 40 CFR 796.3100: Aerobic Aquatic Biodegradation Code of Federal
Regulations Environmental Protection Agency Title 40: Protection of
Environment Part 796: chemical fate Testing Guidelines Shake flask Method

3 Storage Stability Testing in accordance with: MIL-PRF-9602A (31Jan2005)
Cleaning Compounds, Parts Washer and Spray Cabinet (Initial Qualification
test Report dated 28-Oct-2005)

Totte St

Bobbie Pettit
VP Business Development
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Product: HURRISAFE 9065 DEGREASER (Batch # 060205-5)
(received 03-Jun-2005)

Dilution: 9 parts water to 1 part product

MIL-PRF-29602A (31January 2005)
CLEANING COMPOUNDS, PARTS WASHER AND SPRAY CABINET
Type |: Water Soluble Liquid Concentrate

3.5.1 Biodegradability Conforms
3.5.2 Non-Volatile Content (Type I) Informational
3.5.3 Flash Point Conforms
3.54 pH Informational
3.5.5 Foaming Characteristics Conforms

3.5.6 Corrosivity

3.5.6.1 Titanium Stress Corrosion Conforms

3.5.6.2 Total Immersion Corrosion Conforms

3.5.6.3 Hydrogen Embrittlement Conforms
3.5.7 Stability

3.5.7.1 Hard Water Stability Conforms

3.56.7.2 Storage Stability Due June 2006

3.5.7.3 Accelerated Storage Stability Conforms
3.5.8 Cleaning Efficiency Conforms
3.5.9 Oil Separation Conforms
3.5.10 Workmanship Conforms
3.5.11 Service Evaluation Not performed

R ctfully submitted,
/e;wé&m s

Patricia D. Viani, SMI Inc.

SCIENTIFIC MATERIAL INTERNATIONAL
WWwWw.smiinc.com
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Client: PCI of AMERICA Date: 28-Oct-2005
Product: HURRISAFE 9065 DEGREASER SMI/REF:  05JUN576
Dilution: 9 parts water to 1 part product
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3.5.1 Biodegradability: The supplier of the cleaning compounds shall ensure that the
surfactants used in the cleaning compound are biodegradable in accordance
with 40 CFR, Part 796, Subpart D. Testing for biodegradability shall be in
accordance with 4.5.1. The cleaning compounds shall meet the requirement of
not less than 85 percent biodegradable at the end of the 28-day period specified
in4.5.1.

Biodegradability: 90.7%
Result Conforms

3.5.2 Nonvolatile content: The cleaning compound qualification sample shall be tested
for nonvolatile content in accordance with 4.3 and table Il
Concentrate:
Nonvolatile content: 25.1%

Result Informational

3.5.3 Flash Point: The Pensky-Martens flash point of the concentrated liquid cleaning
compound shall be greater than 212°F (100°C) when tested in accordance with
4.3.
Concentrate:
No flash observed to 212°F
Result Conforms

3.5.4 pH: The pH of the cleaning compounds shall be tested using the manufacturer’s
recommended cleaning concentration in accordance with 4.3. Conformance
inspection results shall not differ from the qualification values by more the + 0.5
units.

Dilute: pH=12.2
Result Informational

3.5.5 Foaming characteristics: At the manufacturer’'s recommended concentration, the
cleaning compounds shall produce a foam volume of not more than 100ml, when
tested at 120°F (49°C) and 160°F (71° C) in accordance 4.5.2.

Dilute:
120°F: Fewer than 100 mis foam
160°F: Fewer than 100 mis foam
Result Conforms
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Client: PCI of AMERICA Date: 28-Oct-2005
Product: HURRISAFE 9065 DEGREASER SMI/REF:  05JUN576
Dilution: 9 parts water to 1 part product
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3.5.6 Corrosivity:

3.5.6.1Titanium stress corrosion: The cleaning compounds shall not produce any
microscopic cracking when tested at the manufacturer's recommended
concentration and examined metallographically at 500X magnification (see 4.3).
Dilute:
AMS 4911: No evidence of cracking
AMS 4916: No evidence of cracking
Result Conforms

3.5.6.2 Total immersion corrosion: The cleaning compounds shall cause neither visual
corrosion nor a weight change of any specimen greater than that shown in
table |, when tested at the manufacturer's recommended concentration and in
accordance with 4.5.3.
Dilute (9:1), Temperature: 160°F Immersion time 24 hours
Allowable weight

Test Panel Materiai Former Designation change Results
(mg/cm? / 24hours)
Aluminum Alloy 2024;
(SAE-AMS-A-250/4) QQ-A-250/4-T3 0.04 0.01
Aluminum
Alloy 2024;
(SREuaEC-ealld QQ-A-250/4-T3 anodized 0.04 0.03

anodized per
MIL-A-8625 Type |
Carbon steel

per MIL-A-8625, Type |

(SAE-AMS 5046) SAE 1020 0.04 0.01
Copper
(ASTM-B152) NA 0.10 0.03
Magnesium
(SAE-AMS 4375), bare AZ31B-0 0.20 0.03
(SAE-IXI:/IkSe I5536) Hastelloy X 0.04 0.01
Stainless steel
(ASTM-A240, Class 410) DiEs 0.04 0.01
Carbon steel
(SAE-AMS 5046) plated ShiE 1920
SAE-AMS-QQ-P-416 Blated por 0.20 0.01
s iy e SAE-AMS-QQ-P-416
Type | Class Ili
Titanium
(SAE-AMS-T-9046, Type |, 6AI 4V 0.04 0.01
Type lll, Comp. C)
Result Conforms
F.U. BOX 3YY (04U)-40U-83 7Y FaxX

Clear Brook Virginia 22624-0399 www. hi-litesolutions.com



Issue Number 3, November 2, 2010

F-5 Hi-Lite Solutions Inc.
1285 Brucetown Road (540) 450-375
P.O. Box 399 (540)-450-8379 Fax

Clear Brook Virginia 22624-0399 www. hi-litesolutions.com



